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TECHNICAL SHEET

RI 2067 OVERLAMINATING Film gloss clear

Product code:

Description:

Size available:

Rl 2067

Gloss clear overlaminating product suitable for long term indoor/outdoor application.
Special additives give high protection against UV rays. The PVC film allows the
lamination of prints made with LFDP and posters both flat and curved surfaces.

h1050 — 1310 — 1400 - 1530 mm x 50 — 100m

TECHNICAL DATA

Type

Colour and finish

Caliper

Substance

Shrinkage

Type
Colour

Substance

Caliper

FACE MATERIAL

Plasticised vinyl film

Gloss, clear

70 p +10%

80 g/sqm +10%

1%

RELEASE BACKING

1 side siliconised, glassine
white
63 g/sgm £10%

55 11 +10%

ADHESIVE
Reference RI-ASP 17
Type Permanent acrylic
Min. appl. temp. +10 °C
Service temp. -30 °C to+120 °C
Cohesion > 50h
Quick Stick > 13 N/Inch
Ultimate adhesion > 12 N/Inch

CHEMICAL RESISTANCE

Detergent No effect (24 Hrs)
Gasoline No effect (1 Hr)

SAE20 Motoroil No effect (24 Hrs)
10% HCI No effect (20 min)
10% NH40H No effect (20 min)

All values presented in this data sheet are typical. The information is given in good faith but without warranty.




